
 

 

 

 

 

DESCRIPTION
EMULINIT 2 is a emulsion that is sensitized with 
glass micro spheres and packaged in plastic 
cartridges. EMULINIT 2 is detonator sensitive and 
can be used as a primer.

APPLICATION
EMULINIT 2 is suitable for a variety of explosives 
works such as open pit, underground and 
engineering works. Due to its excellent water 
resistence characteristics EMULINIT 2 is suitable for 
both dry and wet holes. Cannot be used in 
conditions of coal, dust/ore methan explosion 
hazard enviroment. 

•

BENEFITS
EMULINIT 2 has low sensitivity to mechanical 
impact and friction. Therefore its a lot safer than 
traditional NG explosives in the post-blast. 
EMULINIT 2 is a very versatile explosive in many 
different mining applications. With its high VoD 
and density its good for different rock types 
including hard rock. Because it is sensitive to 
detonators it can be used as a primer. 
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TECHNICAL DATA

Attributes

Density g/cm3(1) 

Heat of explosion (KJ/KG 

Minimum drillhole diameter (mm) 

Water resistence

Typical VoD (m/s) (3) 

Gas volyyme (l/kg) 

Gas karaktär

Detonator sensitive) 

Friction sensitivity) 

FÖRVARING

Produkt klassificering:

EC Typ Certifikat : 
Auktoriserat namn: 
Godsnamn:    
Typ:
UN Nr:
Klassificering:
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ww.epc-groupe.se

LENDEX® 70

Packaged Emulsion

EMULINIT 2

1,10-1,30

3364

32mm

Excellent
4300m/S

833

Good

Yes

>353N

83%

75%

Destruction
For destruction of EMULINIT 2 contact your EPC technical team 
contact. 



 
           

               

 




