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APB är en tändarkänslig emulsions-booster som används för upptändning mer 

okänsliga sprängämnen som tex ANFO och olika emulsionsblandningar. Den kan 

användas som upptändning av alla övringa emulsions sprängämnen från Austin 

Powder.  

FÖRDELAR 

• Inget giftigt innehåll, inga nitroaromatiska eller nitrokarbon föreningar. 

• Hög motståndskraft mot dynamisk kompression i vattenfyllda borrhål. 

• Säker och enkel hantering. 

• Utmärkt vattentålighet. 

• Styva patroner medger enkel applikation. 

• Designad för säkrare tändarplacering. 

TEKNISKA SPECIFIKATIONER 

Specifikationer Värde 

Nominell Densitet [g/cm3] 1.18 

Syrebalans [%] (1) - 0.6 

VOD detonationshastighet [m/s] (2)  
(utan inneslutning) 

5,500 (diameter 65 mm) 

(1) Theoretical values based on Austin modeling which assumes ideal detonation. Values calculated with other 
codes may differ. For additional information please contact our sales team. 

(2) The velocity of detonation will depend on application, diameter and confinement. 
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STANDARD FÖRPACKNING 

Patron Storlek Patron Vikt Kartong Vikt 

[mm] [kg] NEQ [kg] 

50 x 350 0.900 25.2 

50 x 700 1.800 25.2 

65 x 350 1.500 24.0 

65 x 600 2.500 25.0 

Notes: Size and weight are nominal values and may show production related variations. Other sizes 
are available on request. 

LAGRING 

• Lägsta temperatur 0 °C (max. 3 månader lagring ner till -10 °C). 

• Högsta temperatur +30 °C. 

ANVÄNDNING 

• Lägsta temperatur -15 °C. 

• Högsta temperatur +60 °C. 

• Minimum tändare 0.7 g PETN eller tändare med jämförbar styrka. 

• Max statiskt övertryck 0.3 MPa (3 bar) i 24 timmar. 

• Godkänd för underjord. 

• Får ej anvädas på platser där det förekommer brännbara gaser eller koldamm. 

• Austin acepterar inget ansvar när produkten används i miljöer som innehåller 

pyritit eller andra reaktiva material. 

HÅLLBARHET 

1 år från tillverkningsdatum. 

AVFALL 

Tillämpning av lokala och nationella regler gäller. Vid oklarheter kontakta din 

leverantör eller tillverkaren. 

TRANSPORT DATA 

Transport namn: EXPLOSIVE, TYPE E 

UN Klass och Grupp: 1.1D 

UN Nummer: 0241 
 

 

 

DISCLAIMER: The data and values set forth in this Product Information Brochure (PIB) are based on the product test procedures of Austin Powder 

GmbH in use at the time of publication of this PIB. Specifications, test values and information are exclusively non-binding preliminary information and 

are not guaranteed beyond the limits determined by law; the actual data may differ for various reasons (e.g. temperature, humidity, pressure, 

confinement). Technical inaccuracies or typographical errors and the right to amend the PIB at any time without notice shall be reserved. Austin Powder 

GmbH does not assume any liability, covenants, guaranties or warranties with respect to the completeness, accuracy, reliability, suitability or availability 

of the product and the information of the PIB other than those implicitly required by law. Any liability for damages of any kind (such as direct or indirect, 

incidental or consequential damages, losses or expenses), directly or indirectly related for any reason to this PIB or the use of the products is excluded. 

The customer is (even when making decisions based on the information in the PIB) solely responsible for the proper use of the potentially dangerous 

products that, accordingly, may only be used by trained personnel and in compliance with applicable law. To the entire legal relationship between their 

customers and Austin Powder GmbH or Austin Powder Vertriebsgesellschaft m.b.H. their (Austin's) general terms and conditions (they can be 

downloaded from the homepage www.austinpowder.at) shall apply. 


